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Von Robert Fabach Schnitt: Sobald die Euphorie des
Fans zusammenbricht, findet er sich wieder zwischen
den Rickseiten der enemaligen Bahntrasse. Container,
notdurflig verdeckte Generatoren und die endlosen
Aufenseiten des grofRen VIP-Catering-Zeltes erzeugen
bestenfalls Parkplatzcharakter.

Security: Drinnen, im VIP-Zelt, gediegene Atmosphére
und beheizt. Roter Teppichboden, aufgedruckte
Blcherwande, ein Kaminfeuer auf Flachbildschirmen.
Den Architekten der WM-Halle und dem Caterer gelang
eine witzige und dezente Inszenierung. Witzig, weil ver-
bliffend einfach, dezent, weil wirkungsvoll und mit Stil.
Zwel Wochen spéater: Die Zelte sind abgebaut. Die
WM-Halle hat die Dekoratiocnen wieder abgeschittelt
und steht frei an dem jetzt leeren, ehemaligen Bahn-
gelande. Schlicht, in sich ruhend zeigt sie sich ohne
demonstrative Funktionalitat als Zweckbau. Wahrend
der Ski-WM hat sie - teilweise nur Rohbau — als Presse-
zentrum fur rund 1.500 Journalisten gedient. Nun wer-
den Restaurant und Wellness-Center (Schwimmbad,
Sauna, Therapie) weiter ausgebaut. Die etwa 2.000 m?
grofie Veranstaltungshalle mit 3.000 Steh- und 2.000
Sitzplatzen soll das Angebotsspektrum von St. Anton
am Arlberg um Konzerte, Kongresse und Hallensport-
veranstaltungen erweitern.

Die Masse der WM-Halle ist zur Halfte in den Hang
gesteckt und das begrinte Flachdach geht nahtlos in
ihn Uber. Dieser Ansatz war es auch, der fir den Wett-
bewerbsausgang 1998 entscheidend war. Die Tragkon-
struktion des Uber 44 Meter spannenden Hallendachs
ist oberhalb der Deckenstarke in funf langgestreckte
Dachaufbauten gepackt, die als erratische Blocke eine
Klammer zum Gelande bilden. Aufen zwei Sheds, um-
fassen die Gbrigen Betonkésten technische Einbauten
und Beleuchtung, Drei weitere mit Holzlatten verkleidete
Aufbauten dienen flr Sauna, Schwimmbad und Res-
taurant als Aufgange zum Dach. Ihr Typus schliefit an
die sonnenverbrannten Heuschuppen des Wiesen-
hanges an und lést die riesige Dachflache, als flinfte
Fassade, in eine spannungsvolle Landschaft auf. An
der planen Ostfassade ist die ungeheure Masse jedoch
ablesbar. Sie wendet sich als Rickseite wie eine
Brandmauer zum Stadion.

Zum ehemaligen Bahngelande, flr das vorderhand nur
zwei Eissportflachen vorgesehen sind, und das erst
schrittweise gestaltet werden soll, umspannt ein 90
Meter langer Screen aus schweren Eichenbohlen den
gesamten Korper. Wie die Fensterelemente sind auch
sie unbehandelt und werden in dem typischen Alterungs-
prozess der Eiche eine silbergraue Patina entwickeln.
Unter der durchgehenden Arkade entsteht so ein ge-
schutzter Bereich, der mit den verschiedenen Zugangen
die Lange belebt und den Vorplatz aufwertet. Seitlich
bildet ein Hofeinschnitt Schutz fir die Auenbereiche
und Freibecken des Schwimmbades. Diese Westansicht,
die Platzfront und die Dachflache sind die eigentlichen
Schauseiten, wenngleich sie nirgendwo eine ausge-
zeichnete Position oder Zugange andeuten. Wie ein
Wanderer sich achtsam bewegt, so nahert man sich
vom Ortszentrum der durchgehenden Glasfassade und
orientiert sich an schlichten Hinweistafeln oder nimmt
wissend eine Tur ins Gebaude. Nur nachts sind die drei

Hauptbereiche dahinter ablesbar: Halle, Restaurant
und Schwimmbad mit ,Wellness"-Bereich. Unterschied-
liche Lichtfarben von den Wandoberflachen reflektiert
bezeichnen die Aufenthaltsgualitaten.

Die Wegflhrungen im Inneren sind ebenfalls ziemlich
unsentimental, so dass manches gestalterische Thema,
wie Aufgange oder Blickachsen, lakonisch behandelt,
Ja fast achtlos abgehandelt scheint. Nur der Zugang
zum Schwimmbad wird einmal Uber eine Rampe quer
durch das Gebaude geflihrt, um eine Qrientierung zu
geben. Uber eine Umkleideschleuse gelangt der Bade-
besucher in eine Badelandschaft, die sich zu Aufen-
becken, Uber ein Bricke zum Restaurant und aufs
Dach ausdehnen. Diese Vertikalentwicklung zeigt sich
auch im Saunabereich, der vom Erdgeschof his aufs
Dach reicht.

In der Gebaudemitte liegt das Restaurant mit einer
Terrasse. Die Lattenfassade ist in diesem Bereich nach
unten verschoben und gibt so einen gerahmten Blick
auf St. Anton und die Berge frei. Zugleich schirmt sie
die erdgeschofigen Nutzraume flir das Catering der
Halle ab. Eine flexible, wechselseitige Nutzung der drei
Einheiten ist méglich, doch werden sie vorrangig von
der Arkade erschlossen, um Uberschneidungen Zu
vermeiden.

Das Foyer der Veranstaltungshalle ist zweigeschoRig,
die Seminarrdume sind verkleidet mit Birkensperrholz
tber dem Eingang abgehangt. Diese Korper, mit Blick
auf das Dorf, sind an der durchgehenden Fassade je-
doch aufien nur als Kontur ablesbar. Das Foyers ist zur
Seite von groRziigigen Schaufenstern durchbrochen
und ein gut propertionierter Funktionshlock bildet die
Rickwand zum Saal. Breitgelagert, mit einer grofen
tiefen Offnung fiir Kassen und Garderoben wird er mit
stilisierten SW-Photos aus der Skigeschichte St. Antons
bedruckt werden. Im Foyer zeigt sich bereits die klare
Materialisierung: anthrazitfarbene Stahlflachen, Birken-
sperrholz und ein rauer fast naturhafter Schieferboden.
Die akustisch wirksame Anordnung der Deckenplatten
haben den Einsatz von Lochplatten erlibrigt.

Die Halle selbst ist quadratisch. Seitliche Galerien
wirken wie Verschiebungen aus der Holzdecke, die
einen grofen ,Fransenteppich” stilisieren. Dieses Motiv
zueinander verschobener Flachen tritt immer wieder
auf und gibt auf einfache Weise Offnungen frei oder
strukturiert Raume in Hoéhe und Richtung.

Die verhaltene Eleganz der Innenraume entsteht vor
allem durch Proportionen, Teilungen und Materialkonti-
nuitat. Die Auswahl der Materialien und das Beharren
auf dieser reduzierten Materialpalette bringen eine
kluge Okonomie, die nachhaltige Qualitat vor eine
oberflachliche Formenvielfalt stellt.

Helmut Dietrich und Much Untertrifaller konzentrierten
sich auf Topographie und Funktionalitét und verhed-
dern sich nicht an Klischees um St. Anton. |hre Bauten
orientieren sich an der Zweckhaftigkeit eines Wirtschafts-
gebaudes und stellen das Faktische vor das Zeichen.
Dadurch entgehen sie jeder Falle des Regionalisti-
schen, wie sie Friedrich Achleitner skizziert. Wenn man
sich von dem Gedanken befreit hat, dass Architektur
an diesem Ort missionarisch auftreten musste und zu
einer inszenatorischen Hochstleistung verpflichtet
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ware, beginnt man sehr bald die groe Gelassenheit
an der WM-Halle zu schatzen, die einer strukturellen
Tradition des Bauens im alpinen Raum verpflichtet ist.

by Robert Fabach Cut: As soon as the fan’s euphoria
has died down he finds himself cnce again between
the rear parts of what used to be the route of the
railway. The containers, scantily covered generators
and the endless exteriors of the large VIP catering
marquee have at best the character of a car park.
Security: Inside, in the VIP marquee, there is a
respectable atmosphere and it is heated. A red carpet,
adhesive walls of books, a fire in a fireplace on a flat
monitor screen. The architects of World Championship
Hall and the caterer have succeeded in creating a
humorous and respectable setting. Humorous because
it 1s simply puzzling, respectable because it is effective
and has style.

Two weeks later: The marquees have been taken down.
World Championship Hall has once again cast off its
decorations and stands there alone on the now empty
former station area. Simple and self-contained, without
any demonstrative functionality it presents itself as

a purpose-huilt building. During the World Skiing
Championship it served as a press centre for some
1,500 journalists even though it is partly only a skeleton
structure. Now the restaurant and wellness centre
(swimming pool, sauna, therapy) will be further devel-
oped. The approx. 2,000m* hall for events, with space
for 3,000 standing visitors and a seating capacity of
2,000, is intended to expand St. Anton am Arlberg's
potential range to include concerts, congresses and
indoor sporting events.

Half the volume of World Championship Hall is
concealed in the slope, onto which the greenery of the
flat roof continues without any interruption. It was also
this starting point that proved decisive for the results of
the competition in 1998. The load-bearing construction
of the hall roof, which spans 44 metres, is packed into
five elongated roof superstructures above the ceiling
strength as erratic blocks that form a bracket to the
area. Outside are two sheds, the remaining concrete
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boxes contain technical installations and lighting. Three
further superstructures, panelled with wood slats serve
for the sauna, swimming pool and restaurant, creating
the ascent to the roof. Their style derives from the
sunbumed hay barns on the slopes of the meadow and
dissolves the huge roof area, as a fifth facade, in the
tension of the landscape. However, on the plain east-
ern facade the enormous mass is discemible. As the
rear, it turns like a fire wall towards the stadium.

In the direction of the former railway area, which is

at present earmarked only for two ice sport areas,

and which will be designed step by step, there is a
90-metre long screen made of heavy oak planks
stretching along the whole volume. Like the window
elements, they are untreated and will develop a silver-
grey patina in the course of the typical ageing process
of oak. This produces a protected area beneath the
continuous arcade that enlivens the length with various
entrances and enhances the status of the forecourt.
At the side a courtyard indentation provides protection
for the outdoor area and the open-air swimming pools.
This western view, the facade on the square and the
roof area are the sides that are actually visible, even

if they do not present any indications of an excellent
position or an entrance. Just as a wanderer moves
attentively, so one approaches the continuous glass
facade from the centre of the village and orients one-
self by the simple infermation signs or else knowingly
chooses a door into the building. Only at night are the
three main areas behind readable: hall, restaurant and
swimming pool with wellness area. Variously coloured
lights reflected from the wall surfaces indicate their
different qualities.

The routes to be followed inside are likewise rather
unsentimental, so that some of the designed features
such as ascents or perspective axes seem to be
laconically treated or almost seem to have been dealt
with without any respect. Only the entrance to the
swimming pool at one point leads, via a ramp, right
through the building to provide some orientation. Via

a changing area the bather arrives in the bathing area,
which extends to the outer pools, via a bridge to the
restaurant and up on to the roof. This vertical develop-
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ment is also seen in the sauna area, which stretches
from the ground floor to the roof.

In the middle of the building lies the restaurant with

a terrace. In this area the latticework facade has been
moved downwards, giving a framed view of St. Anton
and the mountains. At the same time it screens off
from the hall the ground floor rooms used for catering.
Flexible, interchangeable utilisation of the three units
1s possible, although they are primarily accessed from
the arcade, in order to avoid overlapping.

The foyer of the events hall is two storeys high, the
seminar rooms are panelled with birch plywood and
suspended above the entrance. However, these volumes,
with their views of the village, can only be discerned
from the outside as a contour on the continuous facade.
The foyer is penetrated at the side by spacious display
windows, while a well-proportioned functional hlock
forms the rear wall of the hall. Broadly based, with a
large deep opening for the ticket offices and cloakrooms,
it is plastered with stylised b/w photos from the skiing
history of St. Anton. The clear materialisation already
becomes evident in the foyer: anthracite-coloured steel
surfaces, birch plywood and a rough, almost natural
slate floor. The acoustically effective arrangement of
the ceiling slabs has rendered the use of perforated
boards superfluous.

The hall itself is rectangular. Lateral galleries produce
the effect of displacements from the wooden roof,
which is characterised by a large ‘fringed carpet’.

This motif of areas that have been shifted towards one
another recurs time and again, creating openings in

a simple way or structuring the height and direction of
spaces.

The restrained elegance of the interior arises above all
from the proporticns, divisions and material continuity.
The choice of materials and the insistence on this
reduced material palette contributes a clever economy,
placing enduring quality before a superficial variety of
forms.

Helmut Dietrich and Much Untertrifaller have concen-
trated on topography and functionality and do not get
tangled up in clichés about St. Anton. Their buildings
orient themselves towards the functionality of a com-
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mercial building and place facts before signs. In this
way they avoid the danger of regionalism as outlined by
Friedrich Achleitner. Once one has freed oneself from
the idea that architecture has to be present with mis-
sionary zeal in this location and is obliged to achieve

a stage-setting high performance, one very soon begins
to value the great casualness of World Championship
Hall, which is committed to a structural tradition of
architecture to be found in the Alpine region.

Technische Daten|technical data

ARLBERG well.com, WM-Halle
St. Anton am Arlberg/Osterreich

Bauherr|client Arlberger Berghahnen AG, Gemeinde und
Tourismusverband St. Anton am Arlberg

Planung| planning Dietrich | Untertrifaller Architekten

Projektleitung| project manager Dipl. Ing. Susanne Gaudl

Mitarbeiter | assistance Dipl. Ing. Cord Erber, Dipl. Ing. Peter Matzalik

Statik| structural consultant Dipl. Ing. Ernst Mader

Fassaden Beton |Tacade concrete Arge
Mayreder/Swietelsky/Hilti& Jehle, Kematen

Fassaden Blech|facade metal Arge Carl Ginther/Teerag-Asdag,
Innsbruck; Battisti GmbH, Sulz

Fassaden Holz | facade timber 1+R Schertler, Lauterach;
Sohm GmbH, Alberschwende

Fenster|windows 1+R Schertler, Lauterach; Zech GmbH, Gotzis;
Glas Marte GmbH, Bregenz

Elektroinstallationen | electrical services Hecht Elektroplanungshbiiro,
Rankweil; Siemens AG, Rum bei Innsbruck;
Elektrizitatswerk St. Anton

Aufzug|elevators Doppelmayr Aufziige AG, Wolfurt

Grundsticksflache | site area 13.942.80 mv
Nutzfléche | ficor area 5.400 m”
Bebaute Flache | built-up area 3.863,12 m¥
Umbauter Raum | cubage 47.446 m*
Planungsbeginn | start of planning 12/1998

Baubeginn | start of construction 5/1999

Fertigstellung | completion 11/2000
Endfertigstellung | final completion 10/2001
Baukosten | building costs 133 Mio ATS

Kosten pro m*|cost per m? 24.629,- 65|ATS
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