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Als architektonisches und technologisches
Leitbild fir die Studenten prasentiert sich
der Erweiterungsbau fur das Holztechnikum
der Fachhochschule Salzburg auf dem
Campus Kuchl in moderner Holzbauweise.
Der kubische Baukérper wird Uber einen
verglasten Verbindungsgang zum angren-
zenden Bestandsbau erschlossen und bil-
det mit diesem eine L-férmige Figur. Im Erd-
geschoss nehmen ein Foyer und ein Zei-
chensaal die gesamte Gebaudetiefe ein. In
den Obergeschossen erreicht man die Se-
minarrdume und eine Bibliothek Uber einen
einhuftigen Gang. Da die Trennwande der
Raume nicht Gbereinander positioniert wer-
den konnten und eine Schottenbauweise
damit ausschied, wurde die Schule als Ske-
lettkonstruktion realisiert. Sie wird Uber zwei

Lageplan
MaRstab 1:5000

Site plan
scale 1:5000
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Wande des Stahlbetontreppenhauses und
die geschlossene Stirnwand im Sudwesten
ausgesteift. Diese Brettsperrholzwand be-
steht aus vier in ganzer Hohe vorgefertigten
Streifen, die vor Ort zu einer 16 cm dicken
Scheibe verbunden wurden. Ca. 11 m lange
Hohlkasten-Deckenelemente Gberspannen
die volle Raumtiefe und kragen Uber den
Gang aus. Aufgrund der erheblichen Verti-
kallasten sind die Stutzen in der Fassade
auf Tischhohe durch Riegel verbunden, um
die Knicklange zu reduzieren. Bei der inne-
ren Stiitzenreine geschieht dies in Héhe des
Tursturzes. Die Verwendung eines Stahltra-
gers mit Installationsdurchbriichen gewahr-
leistet in dieser Achse eine akzeptable De-
ckenstérke. Im Erdgeschoss werden hier
sechs schlanke Stitzen aus massivem Stahl
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verwendet, um den offenen Raumeindruck
nicht zu beeintrachtigen. Vor die geschlos-
senen Fassadenflachen ist eine Bekleidung
aus horizontalen, unbehandelten Weiltanne-
Leisten gehdngt. An den verglasten Langs-
fassaden entschied man sich wegen der
starken Windbelastung fUr einen feststehen-
den auBenliegenden Sonnenschutz, Dessen
méaanderformige Gesamtfigur gehorcht nicht
streng der solaren Ausrichtung, sondern ist
gestalterisch begrindet und wird durch
Sonnenschutzrollos auf der Innenseite er-
ganzt. Eine hochgedammte Gebéudehllle
mit Dreischeibenverglasung, die Nutzung
solarer und interner Gewinne und eine LUf-
tung mit Warmertickgewinnung machen das
Geb#ude zum ersten Hochschulbau Oster-
reichs in Passivhausbauweise.
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The extension at the Kuchl Campus of the
Salzburg University of Applied Sciences gives
students state-of-the art examples - both in
architectural and technological terms — of tim-
ber applications. The circulation within the
rectanguiar building massing takes the form of
a glazed skywalk facing the adjacent existing
building, creating an [ -shaped figure. The foy-
er and art room on the ground floor take up
the entire depth of the building. In the upper
storeys one reaches the seminar rooms and a
library via a single-loaded corridor, Because it
was not possible to position the partition walls
directly above one another and, cross-wall
consiruction had to be ruled out. Instead a
frame system was employed.

1

The two walls of the reinforced-concrete stair-
way and the windowless end wall facing
southwest provide bracing. This cross-fami-
nated timber facade is made up of four layers
of prefabricated strips extending the height of
the building; they were connected on site to
form a panel (16 cm thick). Timber-box ele-
ments (11 m long) span the width of the room
and cantilever above the hallway. To reduce
their effective length, the columns in the fa-
cade were connected by rails situated at table
height. At the inner row of columns, this oc-
curs at the height of the door fintel. The ceiling
thickness was optimised by threading building
services through cut outs in steel beams. The
six slender, solid-steel columns employed on
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the ground floar play an important role its lofty
impression. Strips of untreated sifver fir clad
the windowless facades. Because the longitu-
dinal glazed facades must withstand strong
winds, the exterior solar protection was
mounted in a fixed position. Its compasition in
the facade is not solely a function of solar ori-
entation: the louvers are a design element,
and the solar-protection concept also in-
cludes interior solar blinds. The combination
of a highly insulated building envelope — in-
cluding triple glazing — with the exploitation

of solar and internal heat gains, and a heat-
recovery system make this building Austria’s
first institution of higher education to imple-
ment passive house technology.
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Kies 50 mm, Schutzvlies

Abdichtung Bitumenbahn zweilaglg
Brettsperrholz dreischichtig 72 mm
Unterkonstruktion Holz 60-50 mm

Schalung 60/ 24 mm WeiBtanne unbehandslt
Kies 50 mm, Schutzvlies

Abdichtung Bitumenbahn zweilagig
Warmeda&mmung Mineralwolle 1° im Gefille
330-200 mm, Dampfsperre bituminds
Deckenplatte Brettstapelholz 240 mm
Unterkonstruktion 250 mm

Mineralwolle 50 mm, Akustikvlies
Furniersperrholz Deckschicht Birke gedlt 15 mm
Trdger Brettschichtholz 12/275-280 mm
Trager Brettschichtholz 300/260 mm

Stahlprofil HEB 240

Dreifachverglasung ESG 6 mm + SZR 18 mm +
ESG 6 mm + SZR 18 mm + ESG 6 mm in
Pfosten-Riegel-Fassade Aluminium/WeiBtanne
unbehandelt 100/100 mm

Stlitze Brettschichtholz 200/300 mm

Riegel als Knickaussteifung Brettschichtholz
300/100 mm mit Stahlprofil T 70/70/3 mm
eingefrast und verschraubt

Glaselement ESG 8 mm rlickseitig emailliert
HinterlGftung 14 mm, Windpapier
Warmedammung Mineralwolle 350 mm
Dampfsperre

Gipsfaserplatte 2 x 12,5 mm

Federbligelhalter

Furniersperrholz Deckschicht Birke gedlt 24 mm
Hochkantlamellenparkett Esche gedlt 24 mm
Zementestrich 60 mm, Trennlage PE-Folie
Trittschallddmmung Mineralwolle 30 mm
Sandschittung ungebunden 24 mm

Trennlage 10 mm

Furnierschichtholzplatte 40 mm

Tréager Brettschichtholz 100/400 mm dazwischen
Mineralwolle 100 mm

Furnierschichtholzplatte 40 mm, Unterkonstruktion
280 mm, Akustikvlies Mineralwolle 30 mm
Furniersperrholz Deckschicht Birke gedit und in
Teilbereichen gelocht 15 mm
Sonnenschutzlamelle WeiBtanne 170/60/3130 mm
mit Tropfnase und eingeleimter Gewindestange
M15 im Abstand 1575 mm

Edelstahlrohr cza 80/40/4 mm eisenglimmerbe-
schichtet

Flachstahl Edelstahl tz1 80/12 mm
Brandlberschlagsblech Stahl eisenglimmerbe-
schichtet 4 mm

Stahlprofil L.150/70 mm, punktuell

Schalung WeiBtanne 25/60 mm
HinterlUftung / Lattung 50/40 mm
Holzfaserplatte diffusionsoffen hydrophobiert
schwarz beschichtet 16 mm

Kantholz horizontal 100/100 mm, dazwischen
Warmedammung Mineralwolle

Kantholz vertikal 100/180 mm), dazwischen
Wirmedammung Mineratwolle

Dampfbremse

Brettsperrholzplatte vorgefertigt in vier vertikalen
Streifen 11400/2800/162 mm

Federblgelhalter, dawischen Mineralwolle 40 mm
Gipsfaserplatte zweilagig 25 mm
Installationszone Lattung 50/120 mm
Furniersperrholz Deckschicht Birke gedlt 16 mm
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1 50 mm gravel, protective layer 24 mm sand fill, loose; 10 mm separating layer
two-layer bituminous seal 40 mm laminated veneer lumber
% 72 mm cross-laminated timber, 3-ply 100 mm mineral wool between
| 60-50 mm timber supporting structure 100/400 mm glue-laminated timber beam
4 60/24 white fir boarding, untreated 40 mm laminated veneer fumber
i 2 50 mm gravel; protective layer 280 mm supporting structure
2 two-layer bituminous seal 30 mm mineral-wool acoustic mat
330-200 mm mineral-wool thermal insulation, 15 mm birch veneer plywood, olled and some
% 1° inclination segments perforated
bituminous vapour barrier 11 170/60/3130 mm silver fir solar Venetian blinds
ceiling deck: 240 mm board pile elements with weather drip and M15 threaded rod (glued in)
250 mm supporting structure at 1575 mm intervals
% 50 mm mineral wool; acoustic mat 12 80/40/4 mm stainless-steel RHS,
15 mm birch veneer plywood, oiled micaceous fron oxide powder-coating
3 12/275-280 mm glue-laminated timber beam 13 80/12 mm steel flat
% 4 300/260 mm glue-laminated timber beam 14 4 mm steel sheet to prevent vertical spread of fire,
5 240 HEB steel section micaceous iron-oxide powder-coating
; 6 triple glazing: 6 mm toughened giass + 18 mm cavity 15 150/70 mm steel angle at intervals
P + 6 mm toughened gi. + 18 mm cavity + 6 mm 16 25/60 mm silver fir boarding
toughened gl. in 100/100 mm post-and-rail facade, 50440 mm ventilated cavity/battens
: tory aluminium/unireated silver fir 16 mm wood-fibre board, moisture-diffusing,
k77 | ‘ = 7 200/300 mm glue-laminated timber column water-repellent, coated black
ATiT L= 8 300/100 mm glue-laminated timber rail as mineral-wool thermal insulation between
[ H bracing against buckling, milled, with 100/100 squared timber, running horizontally
N r 7 70/70/3 mm steel T-section inside, bolfed to rail mineral-wool thermal insulation between
(| E 9 glazing element: 8 mm toughened glass, 100/180 squared timber, running vertically
H enamel glazed finish on rear; 14 mm vent. cavity vapour retarder
:/ i house wrap, 350 mm mineral-wool therm. insulation 11400/2800/162 mm cross-laminated timber board,
——&H - H e o ] @4‘&‘& vapour barrier; 2x 12.5 plasterboard; connecting clips prefabricated in four vertical strips
i — H 24 mm veneer phwood, birch surface, olled 40 mm mineral wool between; connecting clips
/ o H 10 24 mm industrial parquet, ash, oiled 25 mm gypsum fibreboard, 2 layers
i ERRREARES: I Wz 60 mm cement estrich; polythene separating layer 50/120 mm building senvices zone/battens
1H H 15 30 mm mineral-wool impact-sound insulation 16 mm veneer plywood, birch surface, oiled
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